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Test System-Arrangement (Drawings)

(4)

ANT

EUT

Ear-
phone

Power Supply : DC3V(Dry Battery LR6X2)

(A) Headphones / Earphone

(B) Antenna Termina with 50Q SMA Connector
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Test-setup( Drawings)

Radiated Emission (Electric Field) 30 MHz - 1000 MHz:

-
3m
Field
EUT -4 m Strength
Meter
1 — 7F—
Il 0.8 m
Ground || I | R

Planel Turntable } 30 MHz - 1000 MHz Resonant Tune Dipole Antenna
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Radiated Emission (Electric Field) 1 GHz - 2.2 GHz:
Pre. Amp.
- Pad Att. Spectrum
® -3n 10dB - Analyzer |IF OUTPUT
< — ; | 21.4MHz
O -10 - Step
Horn Antenna Attenuator
EUT [-4 m
Fied Strength RF INPUT
’ I Meter
Ground 0.8 m
Flare L 1 -
Turntable Horizontal and Vertical 1 to 4 m (Variable)

Spectrum Analyzer Setting:

SCALE LIN

RBW 3 MHz
VBW 3 MHz
SPAN 0 Hz

Field Strength Meter Setting:

SCALE LIN
I1.F.B.W. 1 MHz
Detector AVE
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Test-Setup (Photographs) at worst case

Radiated Emission 30MHz - 1000MHz:




